


Electronic standard dust collector

PiE-15/30/45/60

PIiE series are best seller

dust collectors.

Selectable from 3 different
types depending on pulse

jet’ s functions.

Key Features

Pulse Jet with differential pressure sensor

“U” and “M" series have a differential pressure sensor
and it selects an ideal operation mode for pulse jet.
(A pulse jet of “J” series works in certain intervals.)

User-friendlly message

Operation information, including differential pressure
across the filters, airflow and timing of maintenance
is provided on the message windows, essential
infomation for your regular maintenance program.

Jet amp filter

The Amano’ s proprietary jet
amplifier in the filters increases
the effectiveness of the jet operation.
The filters can be easily replaced
without special tools.
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First in the industry

ECO wizard Lt system

You can monitor the operation of PiE dust
collectors in real time with optional PCB,
server, and a dedicated software. The operation
records are able to store as data. This system
enables the automation of the time-consuming

daily maintenance.

* For building the communication system, call your

local office for details,
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Easy operation
The set-points of airflow and differential pressure
across the filters at which pulse jet begins its operation
can be easily programmed.
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B Specifications

<Type "U"> “The power of 3-phase, 220V, 60Hz of Types *U" and "M"is available for custom design
[Model PE1SU [ PESU | PiE4SU | PESU
Power (Volts, Hertz) 200 volt 3-phase 50/60Hz common use
Dustodlechrurt Airflow(m®min) | O 10 | 14 0 20 | 30 0 30 | 45 0 40 | 60
Static pressure (kPa) | 255 | 1.57 | 0.44 | 255 | 206 | 1.08 | 255 | 1.96 | 064 | 294 | 2.26 | 0.98
Fani Air capacity(m¥min) | O 10 | 14 0 20 | 30 0 30 | 45 0 40 | 60
Static pressure (kPa) | 2.55 | 2.35 | 1.76 | 255 | 258 | 2.06 | 255 | 245 | 205 | 294 | 290 | 205
Noise (dB[A]) 652 or below 672 or below 702 or below
Surface area (m?) 45 9 135 18
Units (pcs) 2 4 6 8
Fitter Shape Material Formed cartridge / Polyester span bond
Dust off Auto pulse jet(Differential pressure detection)
Air pressure 0.3~0.7MPa
Motor type Fully enclosed outer-an Fully-enclosed vertical fiange
Output (kW) 075 15 22 37
Moo Inverter for 0.75KW. for 1.5KW. Tor 2.2KW for 3.7W
Frequency adusiment range 40 ~ 70 Hz (Automatic microprocessor adjustment)
Fan type Turbofan
Pilot valves (quantity) 2 3 4
Compressed air consumpton (N kersimin) 10 20 30 40
Bucket capacity (liters) 18 25 182 252
Power cord (meters) 3 (4 core, no plug)
Suction inlet diameter (mm) 127 @150 $200 $250
Size: WXDXH (mm) 650X400X1205 | 650X650X1572 | 850X650X 1602 1100X 700X 1727
Weight (kg) 20 150 190 290
Paint color JPMA J11-833
Operating data communication Option
<Type "M * Values shown for static pressure and sound are at a 60 Hz operating frequency.
| Model PIE1SM | PESM [ PE45M | PE6OM
Power (Volis, Hertz) 200 volt 3-phase 50/60Hz separate use
Dustcobeckr i Airflow(m®min) | 0 10 | 14 0 20 | 30 0 30 | 45 0 40 | 60
Static pressure (P2) | 255 | 1.57 | 044 | 2.55 | 2.06 | 1.08 | 255 | 1.96 | 0.64 | 2.94 | 2.26 | 0.98
Fanunit | Arcapadiy(mfmin) | 0 [ 10 14 [ 0 [ 20 [30 [ 0 [30 [45[ 0 [40 |60
Static pressure (kPa) | 255 | 2.35 | 1.76 | 255 | 258 | 206 | 255 | 245 | 2.05 | 294 | 2.90 | 205
Noise (dB[A]) 652 or below 672 or below 702 or below
Surface area (?) 45 9 135 18
Units (pcs.) 2 4 6 8
Fitler Shape Material Formed cartridge / Polyester span bond
Dust off Auto pulse jet (Differential pressure detection)
Air pressure 0.3~0.7MPa
Motor type Fully enclosed ouler-an Fully-enclosed vertical flange
Mogor Output (kW) 075 15 ] 22 | 37
Fan type Turbofan
Pilot valves (quantity) 2 3 4
Compressed air consumplion (N Rers/min) 10 20 30 40
Bucket capaciy (iters) 18 25 182 252
Power cord (meters) 3 (4 core, no plug)
Suction inlet diameter (mm) @127 ©150 @200 @250
Size: WXDXH (mm) 650X400X1205 | 650X650X1572 | 850X650X 1602 1100X 700X 1727
Weight (kg) %0 150 190 290
Paint color JPMA J11-833
Operating data communication Option
Model PE-15J | PiEB0J | PiE45J [ PiESOJ
Power (Volts, Hertz) 200 volt 3-phase 50/60Hz separate use
Airflow(m®min) | 0 10 14 0 20 30 o} 30 45 0 40 | 60
Dustcolectorund Static pressure (Pa) | 255 | 1.57 [ 044 | 255 | 2.06 | 1.08 | 255 | 1.96 | 064 | 294 | 226 | 0.98
] Arcapadiy(m/min) | O© | 10 | 14 | 0 [ 20 | 30 | o [30 |45 | 0 | 40 | &0
Fanunit o iopressure (2) | 255 | 235 | 176 | 2.55 | 2.56 | 206 | 255 | 245 | 206 | 294 | 290 | 205
Noise (dB[A]} 652 or below 672 or below 702 or below
Surface area (m?) 45 9 135 18
Units (pcs.) 2 4 6 8
Fitter Shape Material Formed cariridge / Polyester span bond
Dust off Auto pulse jet(At an interval)
Air pressure 0.3~0.7MPa
Motor type Fully enclosed outer-fan Fully-enclosed vertical flange
Bt Output (kW) 075 15 [ 22 [ 37
Fan type Turbofan
Pilot valves (quantity) 2 3 4
Compressed air consumption (N ters/min) 10 20 30 40
Bucket capacity (iters) 18 25 182 252
Power cord (meters) 3 (4 core, no plug)
Suction inlet diameter (mm) @127 @150 @200 250
Size:WXDXH (mm) 650X400X1205 | 650X650X1572 | 850X 650X 1602 1100X700 X 1727
Weight (kg) 90 150 190 290
Paint color JPMA J11-833
Operating data communication

* Noise listed is only for reference, and does net inciude the noise of pulse jet.
* Listed are for standard units, and those may change, depending on custom requirements.
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